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Pressure
Features

 Compact size
 Multiple electrical connections 
 Single pole single throw, floating contact
 Factory preset or field adjustable
 20-120 psi to 1000-3000 psi

Applications
 Hydraulic power units
 General industrial applications
 Pneumatic systems
 Machine tools
 Factory automation 

Compact Pressure Switch Series CSK

Accuracy: +/- 4% of full set point range

Switch: SPST; Creep action (floating contact)

Wetted Parts: Nitrile (Optional Viton & EPDM) 
Diaphragm; Zinc plated steel fitting

Electrical Connection: Free Leads – 18”
1/4 inch spade
Leads with Deutsch 2 pins

Enclosure Ratings: Switch sealed IP65 except exposed 
terminals

Process Connection: 1/4” NPT
1/8” NPT
7/16-20 SAE
G 1/4
9/16-18 SAE

Temperature Range: -20°F to 180°F (-29°C to 82°C)

Adjustment Instructions:
Pressure Setpoint: Turn 1/8” allen wrench adjustment 

screw clockwise to increase 
pressure; counterclockwise to 
decrease pressure

Shipping Weight: 0.15 lbs (0.07 Kg.)

* See product configurator for additional options.

General Specifications*

Wiring Code
CONTACTS FREE LEADS 1/4 SPADE

DEUTSCH 

RECEPTACLE

Normally Open Black 2 PIN B

Common Black 1 PIN A

Normally Closed Black 2 PIN B
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Technical Drawing

Compact Pressure Switch Series CSK

Product Configurator

Base Model/Basic Configuration
CSK1 Field Adjustable

CSK2 Factory Set

-1 SPST, N.O.

-2 SPST, N.C.

Limit Switch

1 8A/4A/2A @ 12 VDC/24 VDC/42 VDC

2 33 mA/16 mA/13 mA@12 VDC/24 VDC/30 VDC

Current Rating

1 Free Leads – 18”

2 1/4 Spades

3 Leads w/ Deutsch 2 pins DT04-2P

Electrical Connection

-1 1/4” NPT

-2 1/8” NPT

-3 7/16-20 SAE

-4 G 1/4 (No O-ring)

-5 9/16-18 SAE

Process Fitting Size

B Buna-N

V Viton

E EPDM

Diaphragm Material

-XXX Set point (not required for field adjustable)

R Rising Pressure (PSIG)

F Falling Pressure (PSIG)

Set Point

Example CSK1 2 -1 3 -1 2 B
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Adjustable Range 
Max. 

Proof Pressure

psi (bar) psi (bar)

2 20 – 120 (1.4 - 8) 9000 (620)

3 90 – 250 (6.2 – 17.2) 9000 (620)

4 250 – 950 (17.2 – 65.5) 9000 (620)

5 700 – 1900 (48.3 – 131) 9000 (620)

6 1000 – 3000 (68.9 – 206.8) 9000 (620)

Blank Factory Set Only (CSK2)

Pressure Range

Dimensions in inches (mm)

FREE LEADS -18 INCHES TYPICAL

FREE LEADS VERSION
WITH 1/4 NPT PROCESS FITTING 

SHOWN

1.9 49

90-250  ( 6.2 - 17.2 ) 9000 (600 )

4 250 - 950   ( 17.2 - 65.5 ) 9000 (600 )

5  700 - 1900  ( 48.3 - 131 ) 9000 (600 )

6  1000 - 3000  (68.9 - 206.8 ) 9000 (600 )

NORMALLY OPEN

DEUTSCH RECEPTACLE1/4 SPADEFREE LEADSCONTACTS

PIN B2BLACKNORMALLY CLOSED

PIN A1BLACKCOMMON

PIN B2BLACK

PRESSURE
MODEL

PRESSURE RANGE
PSI (BAR)

PROOF PRESSURE
PSI (BAR)

2 20 - 120 ( 1.4 - 8.3 ) 9000 (600 )
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ELECTRICAL RATINGS

1
8A@12VDC
4A@24VDC
2A@42VDC

2
33 mA@12 VDC
16 mA@24 VDC
13 mA@30 VDC
GOLD CONTACT

1/8 ADJUSTMENT SCREW

.9  HEX23.8

10 INCH LEADS

SHOWN

1/4 SPADE VERSION
WITH 1/4 NPT PROCESS FITTING 

1/4 INCH SPADE TERMINAL, 2X

DEUTSCH RECEPTACLE VERSION
WITH 1/4 NPT PROCESS FITING

SHOWN

1.7 43.6

DEUTSCH DT04-2P 
RECEPTACLE
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CSKANGULAR              ± 5°

DECIMAL                ±.010

 ARE IN MILLIMETERS
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DIMENSIONS IN BOXES

COMPACT PRESSURE SWITCH - CSK MODEL

FRACTIONAL         ±1/16

NOTES

  7.    NO O-RING IS  PROVIDED WITH G1/4 PROCESS FITTING

  6.    OPERATING TEMPERATURE RANGE : -20 F TO 180 F (-29 C TO 82  C)

  5.    ACCURACY :  4 % TYPICAL OF FULL SET POINT RANGE

  4.    WEIGHT : .15 LBS (.07 KG) MAX

  3.    PROCESS FITTING MATERIAL: ZINC-PLATED STEEL. CONSULT FACTORY FOR STAINLESS STEEL MATERIAL

  2.    SWITCH CONTACT FORM / TYPE : SINGLE POLE SINGLE  THROW / FLOATING CONTACT (CREEP ACTION).

  1.    SWITCH  IS NOT REPAIRABLE.

03-17-2011

NOTE: Depending on the rate of change in pressure for certain applications, an intermittent condition may occur across the set point.


